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Sicherheitshinweise

j Siche¡'n Sie sich selþst und andere vor ernsthaften Verletzungen,
r halten Sie Kistderfern, stellen Sie sicher, dass alle Arbeiten mit dern
, Gerät wie Zusaæmenbau, lnbetriebnahme, WaÉungsarbeiten oder
Reparaturerr rl ur von gualifizieñen M itarbeitern d u rch gefü hrt werden,

ELEKTROSGHOCK IST 5.EBENS-
e Ernxnr-rcr¡

Ðas Geràt ist nicht wasserdioht. ln
feuchter Umgebung kann dies gefährlich
sein. Das Gerái soll nicht angefesst
werden. wenn mar¡ auf feuchtem Unter-
grund steht.

Unbenutzte Anschlussbuchsen sollten
in'¡raer rnit der entsprechenden Abdecli-
kappe geschutzl sein" Ðas Berúhren
sffener u4nsch ßussbuchsen kann
gefåhrlich sein

Bevor das Gehåuse geöffnet wird ml¡ss
unbedingt das Netzkabel aus der
Steckdsse gêzsgen werden. scdass das
Gerãt nicht unter Strom steht.

ls ist darauf zu achten. dass der
Netzançchluss irn Einklang mit den
jewei f igen nationalen Sicherheitsbesti rn-
ungeri ist S*lften kei*e $icherheitsbe-
slinrmungen existieren, richten Sie sich
r¡ach dem internatlonalen Elektrik tode
ir=c) sso.

BETRIEBSANI.EITUNG

Eevor Sie das GerÉt in Setrieb nehrnen
lesen Sie auf aïle Fål{e sehr s*rgfältig
die Bet¡isbsanleitung um Stcru*'rge*
durch unsachgemåße lnbelrlebnahme zu
vermeiden.

VERhilEIDUNG VON MOGLICIIEN
BESCHAÐIGUNGEN

Das Netzkabel sollte ersi dann in die
Steckdose gesteckt werden wenn der
l{auptschalter des Gerätes in ,AUS
Position steht und sìchergestelit íst , dass
das Gerät auf die richtige Netzspannung
geschaltet ist.

Bei Geräten, die auf eâner Führungs-
schiene laufen ist daraul z¡..¡ achten, dass die
Laufrofien konekt in der Führungsnu{ der
Schiene positicniert sind und das
Antriebsnitzel des Motors korrekt in der
Zahnstange sitzt.

Lassen Sie das Seråf nlcht unbeaufsichtiEt
arbeiten"

Wenn das Geråt xichT im frinsatz ist sollte es
sicher gelagert werden.

HERAEFA¿-LENÞË SAUTEILE
können zu err¡sthaften Verletzungen f*hren,
Ðas Geråt sollte antspreehend abgesicherl
sein und es soilte vermieden werdcn unter
dem Geråt zu stehen.

B=WEGL'CIIE TEILE
ernsthafte VenlBtzunqen verursachen.

Das Antriebsritzei sollte níe¡'nals wátrrrerd
des äetrÍebs angehalten vyerder"

Gehäuseteíle oder Schutzpiatten sollten
niernals entfernt werden weiln das Geråt in
Betrieb ist"



UNIVERSAL BUG-O.MATIC

ïËCHNISCHE DATEN :

Ànschluss-
Spannung

BUG-s700 12avAç150-6-11
BUG-S702 24AVAC!5A-6{1
BU6-5704 42 \lAC/50-6-¡r

Vorlaufgeschwindigkeit : 7â -1750 mrn/min.

Pendelgeschurindigkeit : 100-2500 ntmlrnin.

Verweilzeiten: 0-3 Sek. Links und reehts separät einatellbar

Pendelbreôte I 2"5 - 50 mrn

Li¡rks/Rechts Positionierung : Sû rnnru nach jed'er Seite
f 00 rnm Ènsgeoarnt

Veritkale Trag+kraft : 14 kg

tletto Gewicht: 1û kg

Bas Geraet kann mit fo*genden Fahnrerkhetten eingesetzt werden :

MpÐ-1065 Fahn*erkbett fuer stãre $chienen mit Àbhebemechanismus
FMD"î10t FahrwerkbefÈ fuer hochflerible Schienen rnit Abhebernechanisfftt¡s
3UG-591 0 Fahrwerkbeffi fver Sehienenringe rnit Abheberurecl'lanismus

Ðer TransforrÉator fuer dle $trornversorgL¡ng ist lm Geraet eingebaut, Der
Pendelann lst mit einem verstellbarên Brennersupport au$gelue$têL Ëine
F ernbedten un g gehaert ÊbenfaTls zum Liefarumfang.
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i¡+r" t-:Ntr\'F-RSÁ.LBLjG-O-M¡\TIC ist eine porii.rbir¡ (rnrj
Itfe¡schi np. die f ür clie \,.ie1si:i.ti:¡tle i t im pencÍe
Iti:y^¡.leir i r.. l
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lras r-icrät ha-r- einti fest' *i nitellbare und i-nrrner 1ì.inau u,iederhohåi*r.ì ParatÐf,rt€r€r 1 ns t e ì 1 uttr5.{ .

llr:r uNi\tËRsÂt. BUG-û-MATICj iSt in <,: il{r Einiipi r l^iornbiniert .

I:ì:; hol'rer I.¡:-el¡m.r:"nent, nieclrige f rågcr Fal-lruragerr,sîa!"têt urrd :-:1¡;1¡;¡1 pr-iiz:iscr

Ej *e i1chr'l i tr¡c:e:-c i,'szj i latÍorìsljìeschu,in-rji giie i t mi :r,¡nai:hürigiger lr<:li1 rc¡lle rkir i:q,¡*rÇi!¿E;i f ¿luf Cer
Tecflf en uÐd i ir¡F:e n 3ei te

ucÌ sîeliung für- schne1lc,- pcsit.ic¡nierusìg uni Fahr-
uagenausiöss:r , <ler ss er I aul-¡t ..1;:ç ûeräi aut j eder:Punf:t drzr Schi rr*fie zLÍ instal l ier.er¡

Brenne¡"ha3.terun$ mìt r.:ersteL-1b'arer- Zah¡¡stang€ ur.r:-ali¡Lralçrr ãin*t-e. i ung des Sc;hiterßttrenn€ìrs

habeltrågter mit tilenr*e. die clre Schwciþkabej und
ar¡eÍere Kabef von tt,erksfiìcli fr:rnha!ten

âuflrau urrC Zusanfite¡tba¡..'

Befestigung des Kabelt:'ågers än einer SeiTe des l,laschi:-:e. ge-
fest ì gi:n¡¡ der l'lÉlrvne ãn cinE r sr:i te des Kabel irägers . åç¡ <ier
¡;nd*.:^sn Sei te ¡ics Kabel1 r5fì¿rrs u'i rd eìie F¿:-¡rt¡eclåenung b*festig
Ü¿:: 1*-p"tl jge Ampl¡encls{-ec.ker vor¡i Fer:¡b*dìerrurrgs}iabgi r,uì¡-d indie Fernbedienr¡ng gestäck't.. Da* ¿rnelere Ends: ,Jcs Kabcls ujr:d i¡idie çorgeseheñe st*ckclÜsc dr s L¡N:vsf{sALBUG+.M,{TIC *est*(:ht .

í]er b-pt:l3ge SLçE:xer 4ç.r Stc¡.¡er-bo>; r¡ird ek¡enfellç in das GerÉi-{g€s?ËcHi. {Dic Ê..pcl ige sl ec}rcicse isr. furr den schu¡e!l¡fi<¡ntaki
i'+f ges+lhen ) Llas ga*uerbr.:xkat-ç -t 

u. j i-d r¡:,¡n j rl ii 
={ É; \i{.ir:qss¿rhene

-11 rcrnr'€rsorgi:ng ÉI€st*ckt _



i. I 1 ir, i,3i¡iifÌlt'Jria, il,ì-,,'ilf¡,:i-i
': i t. .i -t a.::t 4,,1- i. I {!fì;l¡,,t , (1,- .-,

'r I I I 1.1 .:l-ru.r:-i ß,!.::1_.r'i ili;:l :'
:i':-, .:l iriì.,.1lr:rr_:i. .

-,. ii I i r-, 5-I .-.IïuTr.. iitt:. ii:'.trì;ir iiri.. I .l c: 1_ . Iìil: i _
i. I .:liftli: i:,.'tt'.1:.,., ttilr.r ai,.t:,i¡iil,-, I ;t:t,...ti: .

tlrri:li 'l'ii,riri:_r .l li ¡i i f-t i.i r-:i¡üt-t,. ,-I{.a. i..¡:1:,r i :. I,i:_

,)íÌi LiNlVItR:;ÂL ll;,JC-i,¡_iví.¡rl'll_- i ç.i, i1ì1il

:;i :\1'?.7

':;{r: l:uf
ll, .-å: ¡, c

/,' i: i

iì q',ndE, 1 aln¡, i ; t i l:'i,.,

i'er¡rjcr1- ún..i Italtr:\eEr.:j.tu l rirlÌiii,,,;.i L

|ci-u.'É: ii1t::1 ì 1:r!:.: ìl¡Íti l{li hi:

Uii-ih i 4n'tliri:t r;:. :,.itt.t"¿i 1 t:l¡ i.iei- ?'¿î.2:):,1i¡¡¡r1

..ì ¡-i i t-' i ç i.r S Ll +_., :, it 1lr:- : : I ç r j I i1.],*, i t'

i r, : r UNì\'[,R5.A¿,. Br. jl;-f-i-MÂTlC:
,:. r, .:'. ) ', 1_JTr\ .



FIJ NKTIONSBESCHREI BUNG DER
FERNBËDIENUNG

8UG.5775 FERNSEDÍENUN G

A Pendelgeechwindigkeit
B RechtslLinks Vercchiebung der Brennerpasit*on
C FendelbnÐite 5t nrm
D Veilreilzeit links, ß-3 Sekunden
E Verweilzeit rechts, 0 - g Sekqnden
F Schweissen Ein/Aus Schalter
G Nahtverlauf Wahlschalter
þJ Ðigitalanzeige der Vorlaufgeschr¡¡l¡¡digkeit
J Laufricfitlrngsschalter VorfstoplRueck
K Vorlaufgeschwindigkeitsregler



3. F¡,¡srktionsbeschreibung der Fernberlienung

Àile Funktionen cier Antr¡elrs- unci dei Pencieielnheit werder: von der Fei"nbedie*unc
gesteuen:

Mit rien: Vüahlcchalter lG) kann zwischen vier verschiedenen Schwei-esnahtfor,"nen
gewaehtrt werden ,

"t Fahren uzrC Pendeln : Bei dreser Einstellung faehrl rias Gerael waehrend oer
PencieJbewegr.¡ng und der Ven¡¿eil¡eit konilnuierir¿h
üie Pendelgeschwindigkeit und cjie Venryeiizeiteinstellung beeinfiussen das
Nahtblïd

2 Steppen . Ðas Geraei faehd nur waehrend <ler Ve¡¡veíizeil llnd strÞpi
waehrend den Pendelbewegung. Ðie Veraenderung cJer

Pencle I geschwi ndigk eii verae n de rt nichi da s f,i a htbi iö. letocþ ùe! geaeft öe/i,Ê *
'Verweilzeìten aendeñ sÍch das F,lahtoilc.

3. De: Vorlauf stoppt wa*hrend der lerweiÌzeit . Der Hnrrien iaehri waehrend
des Pendeivo'.ganges', hnlrieb und Fendleí s¡*ppen
wae$rre nd der i/elweilzei'r.

4 Keine Fendelbewegr.rng : ln d¡eser Stelåung iaufi nui der \Jariaut, *ìe
Pendeiung lst abgeschaltel.

Der Voilai.¡frichlungssshalter {Ji besirmr¡^ri die R?chlung d== \,íçrla'¿i, . ì'íai-SîoË,-
H | ¡A*V

Der Vnrf aufgeschwindigkeitsregler {K) regell die Vorlaufgeschw?nd:gkeil.

Ðie Venn¡eilzeítenregler lü und E] bestirnÊle* die Verrpeålzeii arì1 Ënde ler
Pe*delbev'¡egilng sepafat fu¡er die rechie ,¡:l# Cie i:ni<e S*!Te

Der Pencjelgeschwindigkeitsneglar lA! regeli die Scbnel{igi<eit der Fendeibewegu*g
von l0û *25öú n::mlrnin.

Der Fendelbreiteregler bcstÌrr'¡r¡rt die Breite de;- trendelbeweEunç zwischev: 2 5 unt:
5U ffiN"

Mîi der¡r Klppschalter {Fi wird der S¿hrveissvorgsng gestariei bzv; gesloppi.

Mjt dern Regelkncpf 1B] ka*ln die Brennerpositiar: bis zv 5fi rcrn nar* rechtè adet
n*eh {ir¡lc-q van der Nahtmitte verschoben utgrdp-n.



UNIVERSAL BUG.O.MATIC BUG.s7OO PARTS LIST

Item
1

2
?

4
5

6

7

PARTS LIST

Part #
BUG-2975
BUG-5462
BUG-5710
BUG-5712
BUG-5714
BUG-5730
BUG-5751

BUG-5775
BUG-g180-6

Description
Cable Mounti ng Assembly
RightAngle Clamp
Drive Box 120 V
Drive Box 240 V
Drive Box42V
WeaverArm with Racking
Pendant Cable
Pendant Control

Rod, 6" (152 mm)



BUG-5710: DRIVE BOX ASSEMBLY
6
\

6_ --
\ -- 

1

u=-

t\

7't

PARTS LIST

.{z
2

Description

Left side oanel
Right side panel

Base assembly
Coverassembly 120V
Cross drive assembly
Pan Hd scr 6-32" x 3/8"
Pan Hd scrS-32" x 3/8"

\6

o-,

Item

1

2

3

4
5

6

7

Part No

BUG-5707
BUG-5708
BUG-5715
BUG-5720
BUG-5725
FAS-O114

FAS-O124

Qtv
4
I

1

1

4
I

1

6

12

\7



BUG-5720: COVER ASSEMBLY 120 VAC
fÌ tnctuoeo
U w/item #6

Description
Toggle Switch
Volt trap 120 VAC
Motor control board
Circuit Breaker 0.7 amps
Reset Button Seal
Transformer 117 VAC
Cover panelanodized
Wire harness
Power Cord
Cord Grip
Cable connector 2-T
On-Off switch olate
Speed Control
Pan Hd Scr 6-32 x 3/8"
Pan Hd Scr 8-32 x 3/8"
Rnd Hd Scr 4-40 x112"
Hex nut 4-40
Hex nut 8-32
Hex nut 10-24
lnterconnect board
#8 lNï Star lock washer

./c

o¡

11

6

ded
m#6

Item
I

2
J
4

h

7
ÌVS
I
o

10
11

12
IJ
14
'15

16
17
18
19

20

LIST

Qtv
1

1

1

1

1

1

1

1

1

1

4
I

1

1

I
1

8
õ
1

1

1

1

PARTS
Part No.
ARM-2279
BUG-1393
BUG-177}-PW
BUG-2923
BUG-2924
BUG-5218
BUG-5721
BUG-5726
BUG-9445
BUG-9446
BUG-9487
BUG-9884
cAS-1770
FAS-0114
FAS-0124
FAS-0205
FAS-1305
FAS-1320
FAS-1330
PCB-5700
wAS-0221

-^ffi> 
¡g;]-J- é'rs1x+¡*Y tN.::"'T,..

i F 15 (x4) ¿'

10



BUG-5715: BASE ASSEMBLY

Item
1

2
2

4

o

7

B

I
10

Parts List
Part No Qty Description
BUG-5709 1 Base plate

BUG-5716 '1 Clutch assembly
BUG-5723 2 Attachment Bar
FAS-0557 4 Soc hd cap scr 114-20x314"
FAS-0825 4 Flt hd slot scr8-32x112"
FAS-0923 B Flt hd soc scr B-32x5l16"
GOF-3014 '1 Drive pinion w/ key & set scr
MPD-1015 1 Gear motor(60:1)
WPD-1013 1 Rubber ring gasket
WPD-1045 1 Brake assemblv

6 (xa)

3 (x2)

5 (xa)

ñ

1'l



BUG-5725: CROSS DRIVE ASSEMBLY

Part No
BUG-5590
BUG-5591

BUG-5592
BUG-5594
BUG-5595
BUG-5670

Description
Gearmotor
Pinion

Spacer
Slt Pan hd scr3mm x 18mm
PoV GearAssembly
Adj. Leg & Wheel Assembly

Parts List
Qtv

1

1

3

4
.l
I

2

Item
1

2

3

4
5

6

12



BUG-5730: WEAVER ARM WITH RACKING

Parts List
Item Part No Qty
1 BUG-1853 1

2 BUG-5455 1

3 BUG-5462 1

4 WPD-1'150 I
5 WPD-1178 1

Description
Machined rack7-112"

Gun Mounting Group

Right Angle Clamp
CrossArm 15.50"
Post w/ Fasteners

13



DRIVE UNIT WIRING DIAGRAM
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ELECTRICAL COMPONENT CHART DRIVE UNIT

Part No

Item Description BUG-5700
120 VAC

BUG-5702
240 VAC

BUG-5704
42 VAC

PC Power Cord BUG-9445 GOF-3115 BUG-9442

CB Circuit Breaker BUG-2923 BUG-2952 BUG-2933

TR Transformer BUG-5218 BUG-5231 BUG-5232

SW Toggle Switch ARIVI-2279

IB lnterconnect Board PCB-5700

CN1 Connector, to Pendant BUG-5527

CN2 Connector, to Weld
Contact BUG-9486

MT Tractor Motor MPD-1015

BR Brake wPD-1045

fVlW Weave Motor BUG-5590

MC1 MotorControl. Tractor BUG-1770-UB

l\AC2 MotorControl, Weave cAS-1770

SVP Servo-Pot BUG-5240

15



TRACTOR
MOTORWIRING HARNESS BUG-5726

BUG.177O-PW
TRACTOR
MOTOR CONTROL

cAS-1770
OSCILLATOR
MOTOR CONTROL

=nzo
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wc
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o)
o
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n
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=

osclLL^ToR
MOTOR

SERVO.POT



PCB-5700: DRIVE UNIT INTERCONNECT PC BOARD

R3 

--:
ol* lo

PC 9-570 0
REv DAlÊ¡ 0è/S0/00
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PCB-5700: WIRING DIAGRAM
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BUG-5775: CONTROL PENDANT / EXPLODED VIEW

11, 16,17

1,9,11

11, 16, 17

g{:1- 10

2,19,23

1, 11, 16

21,22,25
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8UG.5775 CONTROL PENDANT / PARTS LIST

Item

1

2

?

4

6

o

7

8

o

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

PARTS LIST

Part No Qty

BUG-'1562 2

BUG-1764 I

BUG-2034 1

BUG-2255 1

BUG-2436 1

BUG-5054 2

BUG-5363 1

BUG-5687 1

BUG-5757 1

BUG-5758 2

BUG-5759 7

BUG-5760 1

BUG-5761 1

BUG-5772 1

BUG-5773 1

BUG-9621 5

BUG-9677 2

BUG-9694 1

FAS-0104 4

FAS-0114 I
FAS-0205 4

FAS-1305 4

MDS-1011 1

PAN-1033 1

wAS-0201 4

Description

Potentiometer, 10k, 3 tum

Digital Meter

TeflonWasher

Toggle Switch, DPDT, On-Off-On

Knob Screw

Potentiometer, 500 K

Rotary Switch, 3-P, 4-position

Panel Connector, 1 0-T, F

Knob, Large

Toggle Switch Seal

Pot Shaft Seal

ControlBoard

Toggle Switch, SPDT, On-On

Rear Panel

Front Panel

Knob

Potentiometer, 10 K

Knob (Pointer)

Pan Hd. Scr, 4-40 x 3/B L

Pan Hd. Scr, 6-32 x 3/8 L

Rnd Hd. Scr.4-40 x1l2L
440 Hex Nut

Display Bezel

Rod Clamp

StarWasher.#4

20



CONTROL PENDANT BUG-5775 WIRING DIAGRAM
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BUG-5751 PENDANT CABLE WIRING DIAGRAM

BU G -5688
1O.PIN CONNECTOR
Pendant End

BUG-5552

17-PIN CONNECTOR
Drive Box End

A T Common

SfU
RfU

B

c
D
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B

P

D

E

L

G

H

M

H

J

Osc. Speed

(Osc. Dir)

Brake Release

TractorSpeed

Wdd Contact

Wdd Contact

GearPot.

@@@c
o@

@@o
@@o@
@@o@
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ALUMINUM RIGID RAIL / "ARR"

ALUMINUM RIGID RAIL is a rigid channelsection made of high qualityalloyto machinetooltolerance as
in the section view below. A machined gear rack is mounted on the rail, with which the drive pinion if the
carriage meshes. The wheels of the carriage travel in opposed grooves at either side of the rail, locking
the caniage to the rail. Heavy duty [H.D] aluminum four-legged rigid rail is supplied in two lengths:ARR-
1080 [93-1/2" (2.37 m)] called 8" (2.37 m) rail and ARR-1 085146-112 (1 .18 m)l called 4' (1.18 m) rail- see
inseft below. Extra Heavy Duty aluminum four-legged rigid rail:ARR-1250 [93-1/2" (1.18m)] called B'
(2.37,) railandARR-1200146-112" (1.18m)lcalled 4" (1.18m)rail is also available.

RAIL FOR LONGER SPANS:
When unsupported rail paths longerthan 93-1 12" (2.37m) nominal B'(2.37m) railare required,
multiple sections of standard rail are mounted on plate, I beam, channel or box sections.

ARR- 1 080/ H. D. ALU M I N U M Rl G I D RAI L 8' (2.37 l\A)

2.75' (70mm)
4.0' (l02mml
.375' (9.Smml
.875- (22mm)

PARTS LIST

B

D

2

6

Item

1

2

4

5

o

7

Part No

ARR-1006
ARR-1027
ARR-1028
ARR-1081
FAS-0375
FAS-1370
FAS-1445

Description

Rack
Splicer Bar
Carriage Bolt
RailExtrusion
Hex Hd cap Screw 5116-18x112Long
Hex Nut 5/16-18
S.T. Pan Hd screw 10-32x12

Aluminum Rigid Rail can be rolled to a radius of 15' (5m)and largerfor use on curved sudaces.

23



CARRIAGE/ MODULAR DRIVE SYSTEM

Two carriages are available for the Modular Drive System when using BUG-O Aluminum Rigid and
Semi-Flex Rails. Both caniages are made of a high-strength, lightweight aluminum alloy, with wheels that
ride in opposed recessed railgrooves.

The MPD-1065 Releasable 12" Caniage can be placed anyiruhere on the track by using the knob located
on the side of the caniage, which engages ordisengages the wheels from the rail. The MPD-1055 18"
Carriage provides an extended deck for mounting accessories, wire feeder, etc. The pinion from the
drive unit engages the rack on the rail, pnrviding positive drive in all positions. Allwheels contain permanently
lubricated, sealed bearings and their steel components are plated to resist corrosion.

MPD-1065 RELEASABLE CARRIAGE 12" (305 mm)
'100 lb (a5 kg) Carrying Capacity

PARTS LIST / EXPLODED VIEW
Item Qty Part No
I 2 BUG-1984

2 2 FAS-0545

3 2 MPD-1045

4 1 MPD-1049
5 1 MPD-1059

6 1 MPD-1066

MPD-1055 CARRIAGE 18" (457 mm)
150 lb (67.5 kg) Carrying Capacity

PARTS !.IST/ EXPLODED VIEW

Part No
BUG-1984

BUG-2956

FAS-0545

MPD-1049
MPD-1055-PNT

Description
ExternalAdjLeg &
WheelAssembly
Soc Hd cap Scr
10-32x112Lg
Fixed Leg & Wheel
Assembly
Handle, Black

Knob Screw
(included w/ caniage)
Carriage

Description
ExtemalAdjLeg &
WheelAssembly
Fixed Leg &
WheelAssembly
Soc Hd Cap Scr
10-32x112Lg
Handle, Black
Carriage 18", 4

Painted

Item Qty
13
23
34

5

5_

4 2

1
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BUG.591O TUBE CARRIAGE

lncludes:

BUG-5920 AdjustableAngle Leg & WheelAssembly
BUG-5918 Fixed Angle Leg & WheelAssembly

BUG-5920
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DRIVE CARRIAGE

Select the correct pair of holes on each side of the carriage for the rail diameter being used
(see chart). lf the wheels are not attached to the conect set of holes, remove them and bolt
the wheel brackets in selected holes. Tighten the bolts untilthe brackets are snug but stillfree
to rotate.

Pry open the toggle handle to separate the two halves of the split carriage. Loosen and turn
the clutch knob clockwise to put the drive in the declutched position.

Place the caniage on the ring railwith the wheels in the rail grooves. Close the toggle handle
and move the carriage back and forth a few inches. The wheels on their mounting brackets
will align themselves conectlywith the rail grooves.

Tghten the wheel mounting bolts to lock them in position, and rotate the clutch knob counter-
clockwise to engage the drive pinion with the rack. Lock the knob in place with the wing nut.

5. Position and clamp the weld gun, cutting torch, cables etc. and proceed with the operation.

WORK DIAMETERS

1.

2.

4.

RAIL
ID Long Magnet Leg

4.1" - 104mm
Short Magnet Leg
2,6" - 66mm

Garriage Wheel

Hole Set

A

B

c

c

D

inch
20

27

34

41

48

mm
500

680

860

1040

1220

inch
9-12.5

16- 19.5

23-26.5

30-33.5

37-40.5

mm
230-315

405-495

585-675

760-850

940-1 030

inch
12.5-16

19.5-23

26.5-30

33.5-37

40.5-44

mm
315-405

495-585

675-760

850-940

1030-1120

Ø

o ooo
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WARRANTY

Limited Warranty Serial No.
Date Purchased:

For a period of twelve (12) months from delivery, BUG-O Systems warrants to the original purchaser (does not
include authorized distributors), that a new machine is free from defects in material and workmanship and
agrees to repair or replace, at its option, any defective parts or machine. This warranty does not apply to
machines, which after our inspection, are determined to have been damaged due to neglect, abuse,
overloading, accident or improper usage. All shipping and handling charges will be paid by customer.

BUG-O Systems makes no warranty of merchantability and makes no other warranty, expressed or implied,
beyond the warranty expressly set forth above. Buyer's remedy for breach of warranty, hereunder, shall be
limited to repair or replacement of non-conforming parts and machines. Under no circumstances shall
consequential damages be recoverable.

HOWTO OBTAIN SERVICE:
If you think this machine is not operating properly, re-read the instruction manual carefully, then call your
Authorized BUG-O dealer/distributor. lf he cannot give you fhe necessa ry service, write or phone us fo
tell us exactly what difficulty you have experienced. BE SURE to mention the MODEL and SERIAL
numbers,

Mode
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